
WALKER TAPE CO. INC. 
9312 S. PROEPRITY ROAD 
WEST JORDAN, UT 84081  
P: 801-282-2015 
F: 801-282-2131 

Adhesive Tape Safety Data Sheet 

: German Brown Liner/ Cloth 

1. EXPOSURE CONTROLS/PERSONAL PROTECTION:

No special measures required.

2. PHYSICAL AND CHEMICAL PROPERTIES:

Form: Solid 
PH: Not applicable 
Melting point: Not applicable 
Explosive properties: Not applicable 

3. ST ABILITY AND REACTIVITY:

Solubility in water: Insoluble 
Odors: Not applicable 
Soluble in: Not Applicable 

Thermal Decomposition: Not applicable
Hazardous Reactions: No hazardous reactions

4. TOXICOLOGICAL INFORMATION:

All raw materials have negligible toxicity. They are non-volatile/inert and are deemed to be
harmless.

5. DISPOSAL CONSIDERATIONS:

Dispose according to local legislation.

6. RAW MATERIAL SPECIFICATIONS:

Backing: Fabric, white Adhesive: Rubber 
Liner: Flat silicone paper Color: Cream 
Short-term temperature resistance: 160° F 
Long-term temperature resistance: 122° F 

The information listed is in good faith and has been established from sources believed to be secure and reliable. 
The individual user must determine the product suitability for the end use application and assume all risks and 
liabilities. If you have reacted to products applied to the skin in the past, have persistent or unusual eczema, or 
have been diagnosed by your dennatologist as having allergic contact dermatitis a patch test is necessary to 
detennine if adhesive tape products are compatible with your skin issues. 


